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§874.1090

§874.1090 Auditory impedance tester.

(a) Identification. An auditory imped-
ance tester is a device that is intended
to change the air pressure in the exter-
nal auditory canal and measure and
graph the mobility characteristics of
the tympanic membrane to evaluate
the functional condition of the middle
ear. The device is used to determine ab-
normalities in the mobility of the tym-
panic membrane due to stiffness, flac-
cidity, or the presence of fluid in the
middle ear cavity. The device is also
used to measure the acoustic reflex
threshold from contractions of the
stapedial muscle, to monitor healing of
tympanic membrane grafts or
stapedectomies, or to monitor followup
treatment for inflammation of the
middle ear.

(b) Classification. Class II.

§874.1100 Earphone
audiometric testing.

(a) Identification. An earphone cush-
ion for audiometric testing is a device
that is used to cover an audiometer
earphone during audiometric testing to
provide an acoustic coupling (sound
connection path) between the audiom-
eter earphone and the patient’s ear.

(b) Classification. Class I (general con-
trols). The device is exempt from the
premarket notification procedures in
subpart E of part 807 of this chapter
subject to §874.9.

[61 FR 40389, Nov. 9, 1986; 52 FR 18495, May 15,
1987, as amended at 52 FR 32111, Aug. 25, 1987;
65 FR 2315, Jan. 14, 2000]

cushion for

§874.1120 Electronic noise generator
for audiometric testing.

(a) Identification. An electronic noise
generator for audiometric testing is a
device that consists of a swept fre-
quency generator, an amplifier, and an
earphone. It is intended to introduce a
masking noise into the non-test ear
during an audiometric evaluation. The
device minimizes the non-test ear’s
sensing of test tones and signals being
generated for the ear being tested.

(b) Classification. Class II.

§874.1325 Electroglottograph.

(a) Identification. An
electroglottograph is an AC-powered
device that employs a pair of elec-
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trodes that are placed in contact with
the skin on both sides of the larynx
and held in place by a collar. It is in-
tended to measure the electrical im-
pedance of the larynx to aid in assess-
ing the degree of closure of the vocal
cords, confirm larygeal diagnosis, aid
behavioral treatment of voice dis-
orders, and aid research concerning the
laryngeal mechanism.
(b) Classification. Class II.

§874.1500 Gustometer.

(a) Identification. A gustometer is a
battery-powered device that consists of
two electrodes that are intended to be
placed on both sides of the tongue at
different taste centers and that pro-
vides a galvanic stimulus resulting in
taste sensation. It is used for assessing
the sense of taste.

(b) Classification. Class I (general con-
trols). The device is exempt from the
premarket notification procedures in
subpart E of part 807 of this chapter
subject to §874.9. If the device is not la-
beled or otherwise represented as ster-
ile, it is exempt from the current good
manufacturing practice requirements
of the quality system regulation in
part 820 of this chapter, with the excep-
tion of §820.180 of this chapter, with re-
spect to general requirements con-
cerning records, and §820.198 of this
chapter, with respect to complaint
files.

[61 FR 40389, Nov. 6, 1986, as amended at 65
FR 2316, Jan. 14, 2000]

§874.1600 Olfactory test device.

(a) Identification. An olfactory test
device is used to determine whether an
olfactory loss is present. The device in-
cludes one or more odorants that are
presented to the patient’s nose to sub-
jectively assess the patient’s ability to
perceive odors.

(b) Classification. Class II (special
controls). The special control for these
devices is the FDA guidance document
entitled ‘‘Class II Special Controls
Guidance Document: Olfactory Test
Device.” For the availability of this
guidance document, see §874.1(e). The
device is exempt from the premarket
notification procedures in subpart E of
part 807 of this chapter subject to the
limitations in §874.9. When indicated
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